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QUESTION 11

Consider the following config (see exhibit). When applying this policy-map on the tunnel1 interface, you see packet loss for class tcp starting at around 100000 bps instead of the configured 150000bps. What is the most likely cause for this ?

A. There should not be a violate-action configured.

B. The load-interval on the tunnel interface prevents proper policing calculations.

C. The burst size is to low.

D. Policing on tunnel interfaces is not supported.

E. The CIR keyword is missing in the policer.

Correct Answer: C

QUESTION 12

At R1 in the network illustrated, there is no route to 10.1.4.0/24 in the local routing table. Examining R1,

you find the output illustrated in the exhibit. What is the most likely reason

10.1.4.0/24 is not in R1’s routing table?

A. The forwarding address, 10.1.3.2, is also redistributed into OSPF, and an OSPF external route cannot use another OSPF external as its next hop.

B. R2 is not properly configured as an area border router.

C. Area 1 is a stub area, and external routes cannot be originated in a stub area.

D. R3 is not redistributing 10.1.4.0/24 properly.

Correct Answer: A

QUESTION 13

An OSPF adjacency will not form correctly across a point to point link in the same area. What is the most probable cause ?

A. Each interface is configured as “ip unnumbered loopback 0”

B. Each interface has a different OSPF cost

C. Each interface has a different MTU size

D. Each interface is configured with secondary addresses as well as primary addresses

Correct Answer: C QUESTION 14

Refer to the exhibit. Packets from hosts attached to R3 destined for network

10.100.2.0 are being sent to R4 via R1. Which of the following would be a solution to that problem?

A. Set update source on R3 to R5.

B. Set next hop self on R2 for neighbor R3.

C. Enable eBGP multihop between R2 and R3.

D. Set R3 to advertise its specific 24 bit 10.x.x.x routes to R1.

E. Increase the weight parameter for the 10.100.0.0 route on R3.

Correct Answer: B

QUESTION 15

In the network illustrated, all routers are configured to place all interfaces shown in OSPF area 0. If you examined the OSPF database on R4, what would the network (type 2) LSA generated by R3 contain?

A. A connection to 10.1.5.0/24, and links to R3, R2, and R1.

B. A connection to 10.1.5.0/24, and links to R2 and R1.

C. Connections to 10.1.5.0/24 and 10.1.1.0/31.

D. R1 would not generate a network (type 2) LSA in this network.

Correct Answer: A

QUESTION 16

You have attempted to configure OSPF v3 between two routers over Frame Relay and your adjacency has failed to establish. What is the problem?

A. You have failed to map the all routers multicast address to the DLCI

B. You have failed to map the solicited node multicast address to the DLCI.

C. You have failed to map the neighbor’s link local address to the DLCI.

D. You have failed to map the all routers broadcast address to the DLCI.

Correct Answer: C

QUESTION 17

When determining your security policies for deploying Unicast Reverse Path Forwarding (uRPF) on your network, which is NOT an action that uRPF can perform?

A. uRPF examines all packets received to make sure that the source address and source interface appear in the routing table and match the interface where the packet was received.

B. uRPF checks to see if any packet received at a router interface arrives on the best return path.

C. You can have an ACL configured and combined with your uRPF configuration.

D. uRPF events can be logged by specifying the logging option for the ACL entries used by the Unicast RPF command.

E. uRPF inspects IP packets encapsulated in tunnels, such as GRE.

Correct Answer: E

QUESTION 18

What are the three types of LMI that can be configured to be used with frame-relay on a Cisco router? (Choose 3)

A. Cisco

B. ANSI – Annex D

C. Q.931 – Annex B

D. Q.933 – Annex A

Correct Answer: ABD

QUESTION 19

What does the Cisco Spanning Tree Root Guard feature provide in a bridged network?

A. It ensures that the bridge is elected as root bridge in the network.

B. It enforces the root bridge placement in the network.

C. It ensures that BPDUs sent by the root bridge are forwarded in a timely manner.

D. It ensures that all ports receiving BPDUs from the root bridge are in the forwarding state.

Correct Answer: B QUESTION 20

Which fundamental modifications, related to traffic forwarding, does MPLS introduce? (Choose 2)

A. IP lookup is done on every hop with the MPLS core.

B. IP destination routing is reduced to label lookup with the MPLS network.

C. For unicast routing, labels are assigned to FECs (i.e.: IP prefixes).

D. For multicast routing, labels are assigned to IPmc groups.

Correct Answer: BC QUESTION 21

Which of the following parameters are used to determine a FEC (Forwarding Equivalent Class)? (Choose 2)

A. IP Prefix

B. Layer 2 circuit

C. RSVP request from CE for bandwidth reservation

D. BGP MED value

Correct Answer: AB QUESTION 22

A multicast application is being deployed within the Enterprise network.

The scope of the application’s multicast traffic is to remain entirely within the Enterprise network.

From what address range should the multicast address be assigned for this application?

A. The Enterprise should apply to IANA to have an address permanently assigned to this application.

B. The network administrator should assign an address in the 232.0.0.0 – 232.255.255.255 address range to the application.

C. The network administrator should pick ANY IP multicast address for use by the application since the application scope is entirely within the Enterprise network and will not conflict with Global Internet multicast.

D. The network administrator should assign an address from the Administratively Scoped address range

(239.0.0.0 – 239.255.255.255) to the application.

Correct Answer: D QUESTION 23

In the diagram, the switches are running RSPT IEEE 802.1w. On which ports should RootGuard be enabled to facilitate deterministic root bridge election under normal and failure scenarios?

A. GE-3/1, GE-3/2,

B. FE-2/1, FE-3/2

C. GE-1/1, GE-1/2,

D. GE-4/1, GE-4/2,

E. GE-2/1, GE-2/2,

F. GE-3/1, GE-3/2, GE-4/1, GE-4/2, FE-2/1, FE-3/2

Correct Answer: F

QUESTION 24

What are the characteristics of Unidirectional Link Detection (UDLD)? (Choose 3)

A. UDLD detects wiring mistakes when receive and transmit twisted pairs are not connected to the correct pinouts.

B. UDLD detects wiring mistakes when receive and transmit fibers are not connected to the same port on the remote side.

C. UDLD protects against a situation where light is recieved on both sides of a fiber GE link (link up) but the fiber optic hardware is not communicating correctly.

D. UDLD prevents spanning tree loops caused by one way link conditions.

E. UDLD prevents spanning tree loops caused by link speed and duplex configuration mismatches.

Correct Answer: BCD

QUESTION 25

The network administrator running EIGRP in the network illustrated would like to change the path R5 uses to reach 172.30.1.0/24 to R4. Which of the following options would work?

A. Change the bandwidth on the link between R2 and R5 to 70, and change the bandwidth on the link

between R3 and R5 to 70.

B. Change the bandwidth on the link between R4 and R5 to 110.

C. Change the bandwidth on the link between R3 and R5 to 70.

D. Nothing, the best path to 172.30.1.0/24 from R5 is already through R4.

Correct Answer: A
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